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FOURTH FLOOR PLAN

NEW WORK

New Work Notes:

@ Install new Rubber Cove base and SVT. Prep floor first to ensure all debris is removed. Floor is
Level and all prior mastic is encapsulated. Color of Rubber base and color and pattern of SVT to be
selected by hospital. Floor tile may involve more than one pattern and color.

@ All wall surfaces will be prepared and painted completely with 1 primer and 2 finish coats. Color selection by VA.

—

General Notes:
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Where Ceramic wall tile is rounded at floor, chisel off rounded part to allow
Cove base to be installed correctly.

2 All work must be completed by 5 am each morning. Staff, patients and visitors
start arriving by 6 am. Contractor cannot keep areas under construction closed
during daytime operating hours.

Contractor must cover any floor areas where tile has been removed and SVT
has not been installed to prevent any glue or debris form being tracked
throughout hospital. Material being used to cover floor must be approved by COR

4 It is the contractors resposibility to repair or replace any areas (walls, adjacent
floors etc) that have been damaged by the contractor during construction.

5 During actual Floor Tile construction work, contractor is required to barrier off work area
with fire retardant plastic and install a Hepa filter

6 Contractor to repair, sand and paint all door frames in construction area. Color to be selected by owner.

7 Any existing signage that needs removed due to construction is to be removed with care & re-installed
in the exact location it was removed from. Contractor is responsible for any signage damaged and is to replace
damaged sign with same type, style and colors from the signage company that installed the original sign.

NOT TO SCALE
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200 Veterans Av
Beckley, WV.

8 Advanced Scheduling and Coordination for all work steps will be submitted and approved before any work begins.
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